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1 
This invention relates to convertible ,ïurniture 
of that type co[nmonly designated as sofa beds, 
couches or.di,ansand it !rore particularly relates 
to an improved hinge for conneCting the seat 
and back of such .structures, which .hinge is si[n- 
ple in construction, ,easily .[nanipulated, inexpen- 
sire fo .manufacture .and "foolproof" in use. 
Hinges co[npzisng a pair of pivoted .plates, Che 
connected fo the back, he other to ithe seat of a 
sofa bed, and embodying reCns :for controlling 
the positioning or locking thereof .have .been used 
but in the best 'of the[n on the [narket, the con- 
trolling ele[nentsare co[nplicated, frequentiy de- 
pending upon gravity .for operation of the pivoter] 
parts, which [naterially .Inter, fore with ,their effi- 
ciency and, therelore, if is he objCt of the pres- 
ont ïnvention fo provioEe an i[nproved hinge for 
structures of .the class -described which will al- 
ways be posiive in action 'and pevent [nanipula- 
tion of .the bed .and seat sections excep in .the 
intended .[nanner, while .st the saine rime, per- 
[nitting operation of those parts expeditiously 
and si[nply without possibility of he 'back fall- 
ing down when the structure is converted froln a 
sofa fo a bed or vice versa. Therefore, in the 
present:structure, the locking latch bar connect- 
ing the hinge plates of the back and seat is held 
in position by a si[nple spring during certain 
positions of the structure, which spring, in turn, 
operates fo lift he locking latch bar to per[nit 
conversion .Of the structure into a bed and with 
which spring and locking latch bar, a rotating 
ca[n coopertes to prevent unlatching of the 
lever until the seat is expressly [nanipulated for 
that purpose. 
In the drawings 'acco[npanying and for[ning 
a part of this specification: 
Fig. Iis a view of Che end of this i[nproved sofa 
bed and ifs hinge in bed position. 
Fig. 2 is a cross-sectional view of the structure 
in sofa position. 
Fig. 3 is likewise a cross-sectional view of the 
structure illustrating the unitary [nove[nent 
thereof either fro[n a sofa position fo a bed posi- 
tion or vice versa. 
Fig. 4 is a cross-sectional view of the. structure 
with the back in horizontal.p0sition in readiness 
fo have the seat lowered into bed .position as 
shown in Fig. i. 
Fig. 5 is a detail view of the spring and Iock- 
ing ca[n cooperating with the locking latch bar. 
Fig. 6 is a sectional view taken on line --8 of 
Fig. 5. 
Fig. 7 is a detail perspective view oï the rotat- 
ing ca[n cooperting with the latch bar. 

.2 
Fig. 8 is 'a cross-sectiona! view taken on line 
8--8 of Fig. 4. 
In the e[nbodi[nent of the-structure shown, 
the seat A and back B [nay be for[ned in any de- 
5 sired [nanner and are usually provided with suit- 
able springs and upholstery and supported by a 
suitable base structure C. To this base structure, 
the bak and seat are connected by a pair of 
links 2 and ., the lower ends of which are pivoted 
I0 fo a supporting plate  connected-fo the base 
while the upper ends are pivotally:connected fo a 
pair Of hinge plates  and 6, Che of which, as 5, 
is secured fo the back and the other, as 6, fo the 
seat. These plates 5 and 6 are pivotally con- 
15 nected as ai  fo the uploer end of the link  and 
che ol these links, as  is suitably connected by a 
spring 8 wih the plate . .fo facilitate manipula- 
tion of the bed structure. The-plate 4 is provided 
with a stop ' which-li[nits rearward tilting 
90 move[nent of th parts when in the for[n of a 
sofa, and also relieves strain thereon. 
To [naintain-the back in ifs sofa position, a 
locking latch bar  is provided, being pivoted as 
ai 8 fo the hinge plate 5 .andhaving a notched 
9. end   in position to engage ,a locking pin . car- 
ried by the co[npanion plate 8. To [naintain this 
locking latch bar with ifs notch in engage[nent 
with the pin , .a spring, such as a fiat plate 
spring 4-, is secured fo the plate  in posïtion fo 
30 'have ifs lower bent end-engage the top of the 
locking latch bar-and "hold if in engage[nent 
with ifs locking pin . 
Cooperating with the locking .latch bar is a 
ca[n . having a seg[nental portion located just 
35 .above the locking latch bar to prevent raising of 
the latch bar until the seat is [nanipulated for 
that purpose, -thereby preventing accidental 
dropping of the back when-'c'onverting fro[n a 
sofa position fo a bed. 
40 This ca[n .4, in the present e[nbodi[nent is se- 
cured fo the pivot or rivet that.connec%s the two 
plates 5 and with the !ink  so that the link 3 
and cam will swing as a unit, see Fig. . The 
notched end of the bar rides in a keepr plate 
4  secured fo the hinge plate 8, which plate, a 
the proper ri[ne, acts :fo -disconnect thelatch bar 
9 fro[n the spring  in (the [nanner. abou to be 
described. 
[rhe latch bar is:.provided witha s]ot   cooper- 
50 ating .withalbent or projecting portion 7 of the 
spring . . so that, ai the proper rime, the bent 
portion  will engage in the:slot 8 o hoïd the 
latch bar away ,fro[n ifs locking pin until the 
seat is expressly[nanipu]atedto ..relase thé.parts 
 when he part -$ of the keeper :plate -5 enages 
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the latch bar and releases the slot from the 
spring. 
Tri manipulating this improved sofa bed, 
be seen that when the structure is in sofa posi- 
tion, see Fig. 2', the free end of the spring 
gages the top of the latch bar and holds it in 
gagement with the pin . and so holds the seat 
and back against independent swinging more- 
ment while the cam   wi11 prevent the latch bar 
from bein shifted awa from its 1ocking pin 
preventing accidental dropping of the back 
whfle changing from sofa position to bed posi- 
tion. 
To transform the structure from a sofa as 
shown in Fig. 2 to a bed as shown in Fg. 
therefore, merely necessary to swing the seat and 
back as a unitary structure as shown in 
utflizing the links 2 and 3 for this purpose in 
manner we11 known in t_his art until the back 
is 1owered suiciently te test upon the framework 
or base as shown in Fg. 4, the latch bar $ being 
held during aH of t_his unitary movement in en- 
gagement with its 1ocking pin  2 by the 1ower end 
of the spring 3, and supplemented also during 
a considerable part of this unitary movement by 
the cam |. When the back B tests upon the 
'base, it is then merely necessary to swing the 
seat A slighly forward in the drection of the 
arrow, as in Fig. 4, which causes the pin . to 
raise the notched end of the latch bar $ until the 30 
slot 6 of the latch bar 9 engages the inwardly 
bent portion | 7 of the spring  3, see Figs. 5 and 
This interlocking of the parts hold the latch bar 
up and away from its 1ocking pin , whereupon 
the seat can be readily lowered into the position 
shown in lg. 1 during which the keeper plate 
acts to release the spring 3 from the latch baï 
slot  6, but not untfl the end of the latch bar has 
proected suciently far into the keeper plate 
te prevent re-engagement with the 1ocking pin t0 
To transform the structure from a bed to 
sofa, it is merely necessary to raise the seat sec- 
tion A until the latch bar is forced by the end of 
the spring |3 into engagement with the 1ocking 
pin 2, whereupon both seat and back can be 
swung as a unitary structure by the links 2 and 
3 te a sofa .position, at which rime, the cam to- 
gether with the spring |3, wfll prevent any 
nipulation 'of the ,back independently of the seat. 0 
From the foregoing, it wfll be seen that prema- 
ture falling down of the back during the more- 
ment of the seat and back from one position to 
another is positively prevented and that aH that 
is necessary to transform the structure into 
bed after the parts have been shifted as a unitary 
structure to have the back B test upon the base, 
is merely to shift the seat A fmvard slightly 
untfl the spring |3 cornes into engagement with 
the slot |6 of the latch bar 9 which wfll there- 0 
upon hold the latch bar away from the pin 
and permit the seat tobe 1owered, since the keep- 
er plate  causes the latch bar slot 6 tobe 
leased from its spring | . 
Thus, a very simple, inexpensive and efiïcient 
sofa bed hinge is provided which can be ruade 
and sold as a complete and separate article for 
attachment by bed manufacturera to various 
forms o ornamental sofa and couch beds and 
which improved hinge consists of but few parts, 70 
a supperting plate , a pair of links 2 and 
pair of hinge plates S and 6, a latch bar  and its 
keeper |S and locking pin |2 controlled entirely 
by a simple spring |3 operating to hold the latch 
bar in engagement with the locking pin atone 

tirne and to hold if from this pin at another rime, 
together with a rotating cam | which positively 
prevents any movement of the .back independent- 
ly of the seat when the structure is in the form of 
a sofa, thus doing away with all complicated and 
frequently non-operating parts such as gravity 
pawls and detents, by utflizing a simple spring 
to hold the latch bar in engagement with its lock- 
ing pin at one rime and to raise the latch bar 
from its pin ai another. 
What is claimed is: 
1. A convertible soa bed hinge comprising a 
pair of pivotally connected plates, one attacha- 
ble to the seat and the other to the back of a 
sofa, means for locking said hinge plates in a 
predetermined position comprising a locking 
latch bar pivoted to one plate and cooperating 
with a pin carried by the other plate, a spring 
carried by said first mentioned plate for holding 
said latch bar in its locking position and said 
spring having a projecting part and said latch 
bar having a slot cooperating with said pro- 
jecting part for holding said latch bar away from 
its locking position, and a rotating cam mounted 
on the pivotal connection of said plates and in 
position to engage said latch bai" to prevent 
shifting of the latch bai" ata predetermined rime. 
2. A convertible sofa bed hinge comprising a 
pair of pivotally connected plates, one attachable 
to the seat and the other to the 'back of a sofa, 
means for locking said hinge plates in a prede- 
termined position comprising a locking latch bar 
pivoted to one plate and cooperating with a pin 
carried by the other plate, a spring carried by 
said first mentioned plate for holding said latch 
bar in its locking position and said springhaving 
a projecting part and said latch bar having a 
slot cooperating with said projecting part for 
holding said latch bar away from its locking po- 
sition, and a rotating cam carried by the pivotal 
connection of the plates and in position to en- 
gage said latch bar to prevent shifting of the 
latch bar when in locking position against said 
pin. 
'3. A convertible sofa bed hinge comprising a 
pair of pivotally connected plates, one attach- 
able to the seat and the other to the back of 
a sofa, means for locking said hinge plates in 
a predetermined position comprising .a locking 
latch bar pivoted to one plate and cooperating 
with a pin carried by the other plate, a spring 
carried by said first mentioned plate for holding 
said latch bar in its locking position and said 
spring having a projecting part and said latch 
oar having a slot cooperating with said project- 
ing part for holding said latch bar away Ïrom ifs 
locking position, a link pivotally connected to the 
_hinge plates at the pivotal connection of said 
plates, ,and a .cam fixed to said link and shiftable 
theïewith foi" disposing the saine in position to 
engage said latch bai" to prevent unintentional 
shifting of the latch bar when engaged against 
said pin. 
4. A convertible sofa bed hinge comprising a 
pair of pivotally connected plates, one ,attach- 
able to the seat and the other to the back of a 
sofa, means for locking said hinge plates in a 
predetermined position comprising a locking 
latch bar pivoted fo one plate and .cooperating 
with a pin carried by the other plate, a spring 
carried by said first mentioned plate for holding 
said latch bar in its locking position and said 
spring having a projecting part and said latch 
bar having a slot cooperating with said project- 
ing part for holding said latch bar away from 
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ifs locking position, a pair of links pivotally con- 
nected, one to one of the plates and the other to 
the hinge connection of said plates, and a cam 
carried by said latter link and movable therewith 
for disposing the same in position fo engage said 
latch bar to prevent unintentional shifting of the 
latch bar when enaged against said pin. 
5. A convertible sofa bed hinge comprising 'a 
pair of pivotally connected plates, one attach- 
able to the seat and the other to the back of a 
sofa, means for locking said hinge plates in a 
predetermined position comprising a locking 
latch bar pivoted to one plate and cooperating 
with a pin carried by the other plate, a spring 
carried by said first mentioned plate for holding 
said latch bar in its locking position and said 
spring having a projecting part and said latch 
bar having a slot cooperating with said project- 
ing part for holding said latch bar away from its 
locking position, a supporting plate, a pair of 
qinks pivotally connected thereto, one of said 

6 
links being pivotally connected fo one of said 
hinge plates and the other having a pivot form- 
ing the pivotal connection of the hinge plates, 
and a cam fixed to the pivotal connection of said 
5 last mentioned link and in position fo engage said 
latch bar to prevent unintentional shffting of the 
latch bar when engaged against said pin. 
PETER P. BEBRY. 
FREDERICK J. JETTER. 
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